


 

DECLARATION OF PERFORMANCE 
N° 1372-CPR-2786 

According to the DELEGATED REGULATION (UE) n° 574/2014 of 21 February 2014 
 

1. Unique identification code of the product-type:   

Hydraulic binder for non-structural application EN 15368 HB 3,0 

2. Intended uses: 

Preparation of mortar for masonry, rendering and plastering and other  non structural construction 
products. 

3. Manufacturer: 

BUZZI UNICEM S.r.l. – Via L. Buzzi 6 – 15033 Casale Monferrato (AL) – ITALIA 

4. Authorized representative: 

Not applicable 

5. AVCP system: (Assessment and Verification of Constancy of Performance) 

System 2+ 

6.a harmonised standard: 

      EN 15368 HB 3,0 
 

       Notified bodies: 

TECNOPIEMONTE, notified product certification body No 1372, performed the initial inspection of the 
manufacturing plant and of factory production control, the continuous surveillance assessment and 
evaluation of factory production control, under system 2+ and issued the certificate of conformity of 
plant production control.   

7. Declared performance  

Essential characteristics Performance 

constituents and composition HB  3,0 

Compressive strength  (28 days) 3,0 

Setting time  Pass 

Fineness (sieve residue)  Pass 

Soundness 
     - Expansion 
     - SO3 content 

 

Pass  

Pass 

Air content Pass 

Water retention of fresh mortar Pass 

 

8. Specific and/or Appropriate Technical Documentation: 

Not applicable 

The performance of the product identified above complies with all the declared performance. This declaration 
of performance is issued is in conformity with Regulation (UE) n. 305/2011, under the sole responsibility of the 
manufacturer identified above.   

 

 

Signed for and on behalf of the manufacturer by:  
 

Paolo Zelano - Chief Executive Officer 
        
  
  

 
Casale Monferrato, 02.01.2024 
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